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Modular Reversible flow control valve

Technical Specification
Specification Cetop 3 / NG6 Cetop 5 / NG10

Max. working pressure (MPa) 31.5

Max. Flow  (L/min) 80 160

Mounting location Any

Working fluid Mineral oil: phosphate-ester hydraulic oil

Fluid temp.  (ºC) -20~70

Viscosity  (mm ²/s)    10~800

NAS1638 Class 9, recommended filtration 
precision Min ß10 ≥ 75.

Note: For Dn6 and 10, meter in and meter out can be available by changing the valve body 
180º so all these 2 types are marked with “S”.;
For Dn6, S4 is converted from S3, so these 2 types are marked with S3.

KFR series modular reversible flow regu-
lator valves are used to restrict flow by 
handle.

Cleanliness

Ordering Code KFR-R-6-*-2-*

Modular reversible flow control valve 

Nominal size 6 Cetop 3, 10 Cetop 5

S	 meter in
S2 	 meter out

Seal Material
omit NBR
V    FPM

1 Lockable rotaty Knob
2 Setscrew

https://www.vinckehydraulics.com/
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Modular Reversible flow control valve 

Hydraulic Symbol 

External Dimensions

Meter in: S Meter out: S2

Cetop 3 / NG6

Cetop 5 / NG10
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Modular flow control valve

Technical Specification
Specification Cetop 3 / NG6 Cetop 5 / NG10 Cetop 7 / NG16 Cetop 8 / NG25

Max. working pressure (MPa) 35

Max. Flow  (L/min) 30 50 80 360

Hydraulic fluid Mineral oil: phosphate-ester hydraulic oil

Fluid temp.  (ºC) -20~70

Viscosity  (mm ²/s)    2.8~380

Opening pressure (MPa) a: 0.05

The maximum allowable cleanliness of the oil 
should be according to 9th degree of Standard 
NAS1638. It is suggested that the minimum filter 
rating should be Min ß10 ≥ 75.

Cleanliness

Ordering Code 
KFR-6-*-2-*

Modular flow control valve 

Nominal size 6 Cetop 3, 10 Cetop 5,
16 Cetop 7 or 25 Cetop 8

A A Pipeline 
B B Pipeline 
W AB Pipeline

Seal Material
omit NBR
V    FPM

1 Lockable rotaty Knob
2 Setscrew

KFR series modular flow regulator valves
are used to restrict flow by handle.

https://www.vinckehydraulics.com/
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Hydraulic Symbol - Pipeline

Modular flow control valve

A B

W

https://www.vinckehydraulics.com/
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External Dimensions

Modular flow control valve

Cetop 3 / NG6

Cetop 5 / NG10

https://www.vinckehydraulics.com/
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Modular flow control valve

Cetop 7 / NG16

Cetop 8 / NG25
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