
WWW.VINCKEHYDRAULICS.COM59 59

Modular reducing valve

Technical Specification
Specification Cetop 3 / NG6 Cetop 5 / NG10

Max. working pres-
sure (MPa)

Working pressure 31.5

Secondary pressure To21

Port T To15

Max Flow (L/min) 50

Mounting location Any

Working fluid Mineral oil: phosphate-ester hydraulic oil

Fluid Temp (Cº) -20~70

Viscosity (Mm ²/s) 10~800

NAS1638 Class 9, recommended filtration 
precision Min ß10 ≥ 75.

Cleanliness

Ordering Code 
KRDV-6-*-*-*-*-*

Modular reducing valve

Nominal size 6 Cetop 3, 10 Cetop 5,

P  P pipeline reducing
A  A pipeline reducing
B  B pipeline reducing (only for DN10)

2.5 upto 2.5MPa
7.5 upto 7.5MPa
15 upto 15MPa
21 upto 21MPa

Seal Material
omit NBR
V    FPM

1 	 plastic handle
2	 steel handle

Omit none
D check valve

https://www.vinckehydraulics.com/
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Modular reducing valve

Hydraulic Symbol 

P pipeline

A pipeline with check valve
B pipeline with check valve 

(only for DN10)

A pipeline B pipeline (only for  Dn10)

https://www.vinckehydraulics.com/
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Modular reducing valve

Cetop 3 / NG6

https://www.vinckehydraulics.com/
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Modular reducing valve

Cetop 5 / NG10

https://www.vinckehydraulics.com/
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